
REM Software & Automation Srl 
Via Repubblica Val Taro 150 - 41122 Modena (MO) Italy 

info@remsoft.it - www.remsoft.it 

 
 
 

 
 
 
 
 

 

RemProductionManager 
 

User manual 
 

Version 1.2 

mailto:info@remsoft.it
http://www.remsoft.it/


RemProductionManager 

REM Software & Automation Srl 
Via Repubblica Val Taro 150 - 41122 Modena (MO) Italy 

info@remsoft.it - www.remsoft.it 

Introduction 
RemProductionManager is the solution for the management of the orders developed by REM Software & 
Automation. 
 
RemProductionManager is an application that uploads the orders to be processed, it sends the item to 
produce to the CNC and it connects with RemDataLogger for the beginning and the end of the process. 
 

System requirements for installation 
RemProductionManager needs to be installed on a PC with the following minimum requirements: 

• OS Windows 7 professional 64 bit or more recent 

• 1 ethernet port for the link with RemDataLogger and CNC 

• 10 GB of available memory on the disk (to be verified basing on the database) 

• Screen resolution minimum 1024x768 (suggested 1920x1080) 

Conditions of use 
RemProductionManager must be active the whole working process of the machine. 

Available options  
RemProductionManager has many options as follows: 

• User management: if enabled, it allows to login the user and so it is possible to keep track of the 
statistics 

• Template ON: if enabled, the selection of the orders to be processed takes place through a grid 
that shows the list of the available batches. 

• Bar-code: if enabled, the details of the orders to be processed are interpreted by the bar-code. This 
option does not include the “the enabled grid" option. 

• Direct bar-code: if enabled, the item to be processed is read directly from the bar-code. This option 
does not include the “the enabled grid" option. 

• Grid editor: if enabled, it is possible to edit the rows of the grid that are stored in a configurable 
database. The rows are also updated based on the work performed with a dedicated page for 
complete manufacturing. This option can only be enabled if the integration with the management 
system is not possible. 

• Management of compliant pieces: if enabled, when the End Job button is pressed, the program 
asks to the operator if the produced pieces are suitable or not. If the answer is "Yes", the order will 
be closed. If the answer is "No", the operator must indicate the number of suitable pieces by 
manually entering them in a specific text box. 

• List mode: available only for the type of laser cutting machines. If enabled, it allows to select the 
nesting and load them in the list to execute consecutively. 
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Interface 

User management (if option is enabled) 
While the RemProductionManager is running, it shows the following home page: 

 
 

Here it is possible to select the user from the list and set up it as default user so, at the next start, the user 
will be already selected. 
The list of the users is read by the user table of the RemDataLogger database which will be filled in, if 
installed, from RemProductionTracer. In alternative, it must be filled in from the user itself. 

Order selection page with management of the user and enabled grid 
When the user is selected, it shows the following page: 
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In the batch grid are listed orders and items read from the database, so it is possible to select the one to 
work with. 
The list of batches in the grid must be made available by the customer through a table or a view and it must 
specify the corresponding fields in order to recover at least the item. 
The database, where the table or view must be present, can be SQL Server or MS Access. At the moment 
other databases are not compatible with this application. 
 

Functionality of the buttons: 
Button [Load Job]: once pressed, the program connected with the RemDataLogger and the CNC, sends all 
the data - of the batch and of the user – to the CNC to start the job. If enabled, a command is sent to the 
machine in order to load automatically the program to be processed. It must be verified that the item has a 
univocal correspondence with the program on the press brake. 
 
Button [Logout]: it returns to the user selection page and it is possible to login with a new user. 
While the job is in progress, the button [Load Job] is disabled and it shows the following page: 
 

 
 

Button [End Job]: it communicates to the RemDataLogger that the job in process ended. 
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Order selection page without management of the users and enabled grid 
If the Users Management is disabled, the first page is not the one with the list of the users (check image 
page 2), but the following page: 
 

 
 
In the batch grid are listed orders and items read from the database, so it is possible to select the one to 
work with. 
The list of batches in the grid must be made available by the customer through a table or a view and it must 
specify the corresponding fields in order to recover at least the item. 
The database, where the table or view must be present, can be SQL Server or MS Access. At the moment 
other databases are not compatible with this application. 
 

Functionality of the buttons: 

Button [Load Job]: when pressed, the program connected with the RemDataLogger and the CNC, sends all 
the data of the order to the CNC to start the job. If enabled, a command is sent to the machine in order to 
load automatically the program to be processed. It must be verified that the item has a univocal 
correspondence with the program on the press brake. 
While the job is processing, the button is disabled and it enable the button “End Job”. 

Button [End Job]: it communicates to the RemDataLogger that the work in process ended. 

Button : it activates the research bar where to select the batch to produce in the grid: 
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Button : it resets the research filters that has been set before and it shows again all the lines . 

Management page with bar-code and users 
If enabled, the management page of the bar-code will be as follows: 
 

 
 
The data "Batch" and "Item" are taken from the reading of the bar-code, using a configuration table for the 
correctly interpretation of the data. If the option "direct bar code" is active, the table is not necessary as 
the code read is either an item, a batch or a part depending on what is enabled from the customer. 
 
When the program reads the data, in connection with the RemDataLogger and the CNC, it sends all the 
details - of the order and of the user - to start the job. 

Functionality of the buttons: 

Button [Insert Code]: it allows the input of the item if the bar-code reader is temporarily off, so it is 
possible to proceed with the job anyway. 

Button [End job]: it is active only if the job is in progress. If pressed, it sends to the RemDataLogger the 
information that the job ended. 
 

Management page with bar-code and without users 
If the Users Management is disabled, the first page is not the one with the list of the users (check image 
page 2) but it shows the following page: 
 

 
 
The data "Batch" and "Item" are taken from the reading of the bar-code, using a configuration table for the 
correctly interpretation of the data. If the option "direct bar code" is active, the table is not necessary as 
the code read is either an item, a batch or a part depending on what is enabled from the customer. 
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When the program reads the data, in connection with the RemDataLogger and the CNC, it sends all the 
details - of the order and of the user - to start the job. 
 

Functionality of the buttons: 

Button [Insert Code]: it allows the input of the item if the bar-code reader is temporarily off, so it is 
possible to proceed with the job anyway. 

Button [End job]: it is active only if the job is in progress. If pressed, it sends to the RemDataLogger the 
information that the job ended. 
 

Users management and lunch break 
If the user management is enabled together with the lunch break option, in the box with the details of the 
user, there will be also a button to indicate the start or the end of the lunch break as follow: 
 

 

mailto:info@remsoft.it
http://www.remsoft.it/


RemProductionManager 

REM Software & Automation Srl 
Via Repubblica Val Taro 150 - 41122 Modena (MO) Italy 

info@remsoft.it - www.remsoft.it 

Functionality of the buttons: 

Button [Logout]:  it returns to the user selection page and it is possible to login with a new user. 

Button [Start Lunch Break]: it notifies to the RemDataLogger to keep track in the job statistics that the 
process is in pause. All other buttons are disabled and the user box is modify as follow: 

 

Button [End Lunch Break]: it notifies to the RemDataLogger to keep track in the job statistics that the 
pause is over and all the buttons will be reactivated. 
 

Page with editor grid 
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To add a row, select the last row (the blue one) and click on the columns to enter the value. 
To modify a row, select it and click on the value you want to modify. 
To delete a row, select it and then press the [Delete row] button. 
To copy a row, select the line you want to copy and press the [Copy row] button. 
 
For the PC version of Production Manager, the grid editor page is as follows: 
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Page with job in progress if the editor grid option is enabled 
 

 
 
If the job is loaded into the machine correctly, when the operator presses the [Load Job] button the job will 
be processed. The 'Job in progress' status is identified by the yellow colour. 
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Page with job to be ended [Finished Job] with the option to manage compliant 
pieces 
 

 
 
If the answer is “Yes/Sì”, the suitable pieces will be set as those in the column of the required quantity. 
 
If the answer is “No”, it will appear the following dialog box: 
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Page with ended jobs and enabled editor grid  
 

 
 
To go back to the jobs to be done, press the [Back] button. 
 
To no longer see the row in the grid between finished jobs, but leave it stored on the database, press the 
[Archive row] button. 
 
From the main page of the RemProductionManager, by pressing the button [Finished Job] you can access 
the production history. 
In order to archive a raw and no longer see it in the grid among the finished processes, press the [Archive 
Row] button. 
To return to the job that are not finish yet, press the button [Back]. 
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List mode 
 

 
 

The operator can select- using the “Select” column - the nestings that will create the list. Once the lines 
have been checked, press “Create List”. The interface will be as follows: 
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Functionality of the buttons: 

Button [Create List]: the program, interfacing with the RemDatalogger and the CNC, sends all the data of 
the selected productions to compose the list. If enabled, a command is sent to the machine to load the 
programs to be processed automatically. It is important to verify that the nesting has a unique 
correspondence with the program present on the bending machine. 

Button [<<Back]:  once pressed, the RemProductionManager interface returns to the main nesting 
selection screen allowing the operator to select or deselect the rows. 

Button [Clear list]: it will delete and clear the list. 

Button [Clear row]: it will delete the selected row. 

Button : it allows to reorder the nesting execution order moving the selected row upwards. 
 

Button : it allows to reorder the nesting execution order moving the selected row down. 
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